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USEFUL INFORMATION
For design, installation and maintenance information, refer to nicma.co.nz.

NICMA CD STRUCTURAL F11  
UNTREATED PLYWOOD	
PURPOSE	
Nicholls & Maher NZ Ltd supplies NICMA CD Structural Untreated F11 Plywood: 
	› For load-bearing and general-use applications (NICMA Structural Plywood)
	› For use as a flooring substrate (NICMA Flooring Plywood)
	› For use as a roof substrate (NICMA Roofing Plywood).

EXPLANATION
NICMA CD Structural F11 Untreated Plywood is structural plywood manufactured from Pinus 
Radiata to AS/NZS 2269:2012. The sheets are classified as stress grade F11 and are supplied with 
surface grade CD. 
The sheets are available in the following dimensions (mm):
	› Length: 2400
	› Width: 1200        
	› Thickness: 7, 9, 12, 15 and 17.

15 mm thick, 2700 mm x 1200 mm sheets are also available and have a tongue and groove profile. 

For further assistance please contact:
 	 09 274 5317
 	 info@nicma.co.nz
	 nicma.co.nz

SCOPE AND LIMITATIONS OF USE

Scope Limitations

Location
In wind zones up to extra high as defined in NZS 
3604:2011 or to a design wind pressure (ULS) of 2.1 kPa.
In all exposure zones as defined in NZS 3604:2011. 	› Where adverse microclimatic conditions apply (refer to paragraph 4.2.4, NZS 

3604:2011), contact Nicholls & Maher NZ Ltd for technical advice.
At least 1 m from a relevant boundary.

Building
In conjunction with a primary structure that complies 
with the NZ Building Code or existing buildings where the 
designer and/or installer have satisfied themselves that the 
existing building is suitable for the intended building work.
On timber, lightweight steel framing, or composite 
structures.

	› During construction, the plywood is to be kept dry at all times.
	› The moisture content of the supporting timber framing must not exceed 18 %.

In load-bearing applications where stress grade F11 
plywood is required.

	› Must only be used in internal applications in accordance with Tables 1E, 2B and 3 of  
NZS 3602:2003.
	› Must only be used where a material group number of no less than 3 is required.
	› NICMA CD Structural F11 Untreated Plywood must not be used as a rigid air barrier.
	› Where used as a bracing element, bracing must be designed and calculated in 
accordance with AS/NZS 1170 as NICMA CD Structural F11 Untreated Plywood has not 
been tested as a wall bracing element.

As an internal wall lining. 	› Must only be used where a material group number of no less than 3 is required.

As a flooring substrate. 	› 17 mm minimum thick plywood must be used.
	› Joist spacing must be maximum 450 mm centres or as calculated in accordance with  
AS/NZS1170. 
	› NICMA CD Structural F11 Untreated Plywood must not be installed in wet areas or 
areas subject to water splash.

As a roof substrate. 	› Minimum 15 mm thick plywood must be used.
	› NICMA CD Structural F11 Untreated Plywood must only be used as a roof substrate 
where the joints are supported over timber and the roofing system includes a roofing 
underlay that complies with Table C.2.1.1 of E2/AS1.

As a general use plywood.
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Kevin Brunton, Technical Director, TBB confirms that the process used  
to prepare this pass™ on behalf of Nicholls & Maher NZ Limited has been 
undertaken in accordance with MBIE PTS guidelines and in accordance  
with the TBB pass™ process which is within the scope  
of TBB’s ISO 9001 certification.
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SCAN OR CLICK THIS QR CODE TO 
ACCESS OR REQUEST THE RELEVANT 
SUPPORTING DOCUMENTATION FOR 
THIS PASS™.
nicma.co.nz/nicma-plywood/

Nicholls & Maher NZ Limited confirms that if NICMA CD Structural F11 
Untreated Plywood is used in accordance with the requirements of this 
pass™ the product will comply with the NZ Building Code and other 
performance claims set out in this pass™ and the company has met all of 
its obligations under s14G(2) of the Building Act.

Kevin Brunton

NZ Building  
Code clauses

BASIS OF COMPLIANCE

Compliance statement Demonstrated by  
B1 STRUCTURE
B1.3.1, B1.3.2
B1.3.3 (a, b, f, h, j, m, q)
B1.3.4 (a, b, c, d, e)

ACCEPTABLE SOLUTION  
B1/AS1, ALTERNATIVE 
SOLUTION

	› Manufactured in accordance with AS/NZS 2269.0 [Shanghai Hongjun Science & 
Technology Co., Ltd., 12/08/2022, 14/03/2025].
	› Achieves BSI registered Benchmark Product Certification [BSI, 21/08/2025].

B2 DURABILITY
B2.3.1 (a, b)
B2.3.2 (a, b)

ACCEPTABLE SOLUTION 
B2/AS1

	› Use in accordance with Tables 1E, 2B and 3 of NZS 3602:2003 as cited in  
NZS 3604:2011.

F2 HAZARDOUS 
BUILDING MATERIALS
F2.3.1

ALTERNATIVE SOLUTION 	› Use in accordance with supplier’s instructions and material safety data sheet.

PERFORMANCE CLAIMS
If designed, installed and maintained in accordance with all Nicholls & Maher requirements, NICMA CD Structural F11 Untreated Plywood will comply 
with or contribute to compliance with the following performance claims:

SOURCES OF INFORMATION
	› Shanghai Hongjun Science & Technology Co., Ltd. [12/08/2022  
Report No: HJ-RD-17584.

	› Shanghai Hongjun Science & Technology Co., Ltd. [14/03/2025]  
Report No: HJ-RD-25015.

	› BSI. [21/08/2025] Benchmark Certificate. Certificate Number:  
BMP 756222.

1. Where a standard is referenced it is to be read as amended by the acceptable solution or verification method as applicable.  2. Sources of information also include the Building Act 2004 and 
its regulations, including the Building Code (Schedule 1 of the Building Regulations 1992), Acceptable Solutions and Verification Methods, and relevant cited standards.  3. The product is not 
subject to a warning or ban under section 26 of the Building Act.  4. For overseas manufacturer details, where applicable, refer to the company that is the holder of this pass™.  5. The quality 
and assurance that the supplied products meet the performance claims stated in this pass™ are the responsibility of the company that is the holder of this pass™.  6. The availability of the information 
about the supplied products required to be disclosed under s14G(3) is the responsibility of the company that is the holder of this pass™.
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